






























http://www.google.com/chrome
























http://www.pool.ntp.org/en/























































































	1.0  Introduction
	1.1  The NorthStar Lighting Solution
	1.2  Key Benefits
	1.3  System Requirements
	1.4  New in this Release
	1.5  Supported Lighting Controllers

	1.0  I want to...
	1.6  Install
	1.7  Operate
	1.8  Administer and Maintain
	1.9  Improve Lighting Efficiency

	2.0  Installation and Initial Setup
	2.1  System Requirements
	2.2  Lighting System Configuration Overview
	2.3  Methods for New Installations
	2.3.1  Use the Leviton Lighting Installer app
	2.3.2  Install hardware, then use the Census button to discover unconfigured devices
	2.3.3  Create and Import a .CSV file
	2.3.4  Enter everything manually

	2.4  The NorthStar Site Controller
	2.4.1  Buttons on the NorthStar Site Controller
	2.4.2  Setting up the NorthStar Site Controller
	2.4.3  Activating a Cellular Modem

	2.5  Establishing a Connection to the Site Controller
	2.5.1  Accessing the Site Controller
	For site controllers running NorthStar 4.0
	For site controllers running a NorthStar version prior to 4.0

	2.5.2  Logging In

	3.1  Navigating the User Interface
	3.1.1  The Dashboard
	Content Area
	Title Bar
	The NorthStar Logo
	The Alarms Button
	The User Drop-down

	Left Menu Bar
	Dashboard
	Devices & Zones
	Scenes
	Schedule
	Map
	Config
	Audit Log


	3.1.1  Devices & Zones Page
	The Zone Panel
	Controlling all Lights within a Zone
	Filtering the list of devices within the zone
	Searching for a specific light or sensor
	Editing the zone's properties

	The Device Panel

	3.1.1  Understanding Zones, Behaviors, and Scenes
	What is a Zone?
	What is a Behavior?
	What is a Scene?


	3.2  Basic Site Configuration
	3.2.1  Configuring the Site Controllerï¿½s Location
	3.2.2  Enabling or Disabling Offline Maps
	3.2.3  Configuring the System Date and Time

	3.3  Set and Encrypt the SNAP Communications Channel
	3.4  Changing Wi-Fi Settings
	3.5  Factory Defaulting Network Settings
	3.6  Configuring Zones and Scenes
	3.6.1  Adding Zones
	3.6.1  Adding Scenes

	3.7  Configuring Lights and Sensors
	3.7.1  Information Fields for Lights and Sensors
	3.7.1  Adding Lights
	3.7.1  Adding Sensors
	3.7.1  Discovering Unconfigured Devices

	3.8   Configuring a Five Button Switch
	3.9  HTTPS and Installing a Signed Security Certificate

	4.0  Operations
	4.1  Activating, Deactivating and Dimming Lights
	4.2  Invoking a Scene on a Preconfigured Set of Zones
	4.3  Viewing the Status of a Light or Site Controller
	4.4  Viewing Details of a Light or Zone
	4.5  Viewing Power Consumption of a Light
	4.6  Viewing a NorthStar Installation in Map View
	4.6.1  Adding a Custom Floor Plan to the Map
	4.6.2  Editing or Deleting a Custom Floor Plan

	4.7  Logging out of the NorthStar User Interface

	4.0  Optimizing Control
	4.8   Events
	4.8.1  Adding a Scheduled Event
	4.8.2  Editing an Event
	4.8.3  Deleting an Event

	4.9  Event Overrides
	4.10  Alarms
	4.10.1  Possible Warning Alarms
	General Alarms
	Administrator-specific Alarms

	4.10.2  Clearing Alarms
	4.10.3  Retry Communication

	4.11  Defining Fixture Types and Assigning Thresholds
	4.12  Email Alerts

	5.0  Administration
	5.1  NorthStar User Accounts
	5.1.1  The Accounts Management Page
	5.1.2  User Roles
	Admin
	Manager
	All Control
	Scene Control

	5.1.3  Changing a User Account Password
	5.1.4  Adding a User Account
	5.1.5  Deleting a User Account
	5.1.6  Editing a User Account

	5.2  Optimizing Communications with a Site Census
	5.3  Working with Lights, Sensors, Zones, and Scenes
	5.3.1  Editing a Light or Sensor Setting
	5.3.2  Deleting a Light or Sensor
	5.3.3  Editing Zone Settings
	5.3.4  Adding Lights to Zones
	5.3.5  Deleting a Zone
	5.3.6  Editing a Scene
	5.3.7  Deleting a Scene

	5.4  Configuring Ethernet Settings
	5.5  Updating the NorthStar Site Controller
	5.6  Rebooting the Site Controller
	5.7  Backing up and restoring a system configuration
	5.8  Factory Resetting a Site Controller
	5.9  Viewing System Information
	5.10  Network Statistics
	5.11  Remote Support Connections
	5.12  Displaying Multiple Installations in One User Interface
	5.13  Importing and Exporting Light Configurations using a .CSV File

	Appendix 6: Making the Most of Lighting Controls
	6.1  Dim Lights below 80% brightness
	6.2  Use Jitter to Eliminate Power Surges
	6.3  Use Schedules and Sensors to Dim or Deactivate Lights When They're Not in Use

	Appendix 7: Using Census for Site Commissioning
	Appendix 8: Site Configuration Using a CSV File
	Bookmarks
	top
	Factory
	Informat
	Editing
	Importing_and_Exporting_Light_Configurations_using_a_.CSV_File
	Use


